
TPR ENTERPRISES, LTD.

Description:

TPR IlluZIon SIngle ColoR   IP65 

Specifications:

Construction: Aluminum Housing, Tempered Glass Lens

lumen output:  3120lm

Beam Angles: 15, 30, 45 Degrees

operating Temp: -4F to 104F (-20C to 40C)

Dimensions:  2.5”W x 4”H (on Feet) x 48” L

Power: 64 Watts Max (4’)

The TPR IlluZIon SIngle ColoR is a low profile extruded Aluminum fixture for Architectural and Entertainment 
markets. It is line Voltage 120/240/ 277V and is available in three beam angles. It is supplied with swivel foot mount 
brackets for 180 degree aiming and has pass through voltage capabilities for up to 40’ runs. This fixture is available 
in 1’, 2’ and 4’ lengths, and has an optional visor accessory.

ordering logic:

 MoDel lengTH (in Feet)  ColoR BeAM Angle  

 TPR-Ill 1 2700K 15
  2 3500K 30 
  4 4500K 45
   B (Blue)
   G (Green)
   R (Red)
 
 Visor: 
 TPR-Ill-VIS

leD: Cree XPG 

Voltage: 120/240/277VAC

Max Run: 10 x 4’ Linears per Feed @120V    
 Pass thru Power. 

Rating: IP65 

Dimming: 0-10V

Certifications:

Note:  Other color temps available. Consult Factory.
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Shown with optional light Shield
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