
Westflex SMDTM

Westflex Covemax XTM

Westflex Covemax TTM

Westflex Covemax 3.0TM

Westflex Covemax 4.0TM

Westflex SMD-RGBTM

Westflex 4 in 1 RGBWTM

Westflex Family of Tape Lights

Westflex: A family of extremely flexible low voltage 

LED Strip Lights that are ETL Listed, Energy Efficient, 

Low Heat and can be cut to length. Ideal for Coves, 

Shelves, Accent Lighting and Display Cases. These 

products are available in Non-Protected (NP), Indoor 

Protected (IP) and Weatherproof IP67 (WP). ®



 Note:

•	 12VDC (Except for Covemax T which is 24VDC)

•	 Available in -NP No Jacket Peel and Stick, -IP Indoor Protection 	 	
	 Jacket IP44 and -WP Weatherproof Jacket IP67.

•	 120 Degree Beam Angle

•	 12mm Width (Except for Covemax T which is 10mm width), 0.08” 	
	 Height (without mounting accessories)

•	 Field Cuttable

•	 18 LED’s/ft

•	 ETL Listed 2108

•	 3.0 and 4.0 – 3 Step MacAdam Ellipse CRI95

Westflex Tape Light Family of Products
Product Specifications

Typical Ordering Logic: TPR-FL-SMD-CMX-3500-IP Covemax X, 3500K, Indoor Protection Jacket

	 Model	C olor Temp/RGB	 Watts 	 Lumens	  Max Run (Ft)	C ut Length	D im/Control  

Westflex SMD 
FL-SMD-2700	 2700K	 2W/ft            	 90lm/ft	 15’	 2 inch	 ELV, 0 -10V

FL-SMD-3500	 3500K	 2W/ft	  96lm/ft	 15’	 2 inch	 ELV, 0 -10V

FL-SMD-4500	 4500K	 2W/ft	 104lm/ft	 15’	 2 inch	 ELV, 0 -10V
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
Covemax X 	
FL-SMD-CMX-2700	 2700K	 2W/ft	 148lm/ft	 15’	 2 inch	 ELV, 0 -10V

FL-SMD-CMX-3500	 3500K	 2W/ft	 168lm/ft	 15’	 2 inch	 ELV, 0 -10V

FL-SMD-CMX-4500	 4500K	 2W/ft	 192lm/ft	 15’	 2 inch	 ELV, 0 -10V

FL-SMD-CMX-A	 Amber	 2W/ft	 24lm/ft	 15’	 2 inch	 ELV, 0 -10V

*Amber is Turtle Yellow

––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
Covemax T	
FL-SMD-CMXT                 	2700K-6000K	 6.8W/ft	 751lm/ft	 15’	 5 inch	 0-10V/DMX
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
Covemax X Blue
FL-SMD-CMX-B	 Blue	 2W/ft	 44lm/ft	 15’	 2 inch	 ELV, 0 -10V
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
Covemax 3.0	
FL-SMD-CMX3.0-2700	 2700K	 2.4W/ft	 420lm/ft	 15’	 2 inch	 ELV, 0 -10V

FL-SMD-CMX3.0-3000	 3000K	 2.4W/ft	 420lm/ft	 15’	 2 inch	 ELV, 0 -10V

FL-SMD-CMX3.0-4000	 4000K	 2.4W/ft	 420lm/ft	 15’	 2 inch	 ELV, 0 -10V

FL-SMD-CMX3.0-5000	 5000K	 2.4W/ft	 420lm/ft	 15’	 2 inch	 ELV, 0 -10V
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
Covemax 4.0	
FL-SMD-CMX4.0-2700	 2700K	 3.3W/ft	 590lm/ft	 15’	 2 inch	 ELV, 0 -10V

FL-SMD-CMX4.0-3000	 3000K	 3.3W/ft	 590lm/ft	 15’	 2 inch	 ELV, 0 -10V

FL-SMD-CMX4.0-4000	 4000K	 3.3W/ft	 590lm/ft	 15’	 2 inch	 ELV, 0 -10V

FL-SMD-CMX4.0-5000	 5000K	 3.3W/ft	 590lm/ft	 15’	 2 inch	 ELV, 0 -10V
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
Westflex SMD-RGB	
FL-SMD-RGB	 RGB	 4.3W/ft	 106lm/ft	 15’	 2 inch	 DMX
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
Westflex 4 in 1 RGBW	
FL-SMD-4IN1-W	 RGBW (3000K)	 4.4W/ft	 360lm/ft	 10’	 4 inch	 DMX

FL-SMD-4IN1-CW	 RGBW (4000K)	 4.4W/ft        	 340lm/ft	 10’	 4 inch	 DMX

*Additional Color Temps are available on Special Order- please contact factory.	

All Westflex Products are:



•	 Field Cuttable

•	 18 LED’s/ft

•	 ETL Listed 2108

•	 3.0 and 4.0 – 3 Step MacAdam Ellipse CRI95

Meanwell HLG Series. All are Universal Input (90-305VAC) 12VDC Output. IP67 
rated with Thermal/Overload/Overvoltage Protection. These Power Supplies 
are 0-10V dimmable. 40W, 80W, 120W, 240W, 320W, 480W and 600W.

Ordering logic: TPR-PS(Watts)-WP-12-10V

TPR Dimmable Power Supply. 120/240/227VAC Input, 12VDC Output IP67 
Rated. Available in 60W. Magnetic Low Voltage Dimmable.

Ordering logic: TPR-PS60D

Power Supplies and Wiring
We offer two types of Power Supplies for our Westflex Tape Light Series

Tape Lights are all Polarity Sensitive. DC + and - on the tape light must always 
be connected to the corresponding + and - on the Power Supply. 

Leads can be up to 35’ using AWG18/2.

For longer lengths you must increase the gauge of wire (see wire gauge 	
calculator at www.tprlights.com).

Tape Light (Single Color) with Clip-on Lead.

For RGB or RGBW Tape Light 
you must have both a Power 
Supply and a Westpower300-4 
Data box. The Tape Light will 
then have 4 wires (RGB and 
Common) or 5 wires (RGBW) 
and Common).

This diagram shows a 	
typical wiring scenario using 	
these devices, along with a 	
programmable DMX wall pad.

For any questions please 	
contact the factory: 	
914-698-1141
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Tape Light (Single Color) with 
Soldered Lead (preferred method). 
Weatherproof fixtures will always 
have Soldered Leads.



644 Fayette Avenue, Mamaroneck, New York 10543    
Phone: 914.698.1141  Fax: 914.698.9419    

E-Mail: info@tprlights.com   Web: www.tprlights.com ®
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Westflex SMD 
w/Adhesive Mount

Westflex  SMD FL-SMD-2PIN-C
20” Standard Connector

Westflex  
4 Pin Connector

Westflex SMD  
2 Pin Jumper

Westflex RGB  
4 Pin Jumper

Westflex FL-SMD MT  
Mounting Track

Westflex FL-SMD-MC  
Mounting Clip

Westflex FL-SMD-WP-MC-IP  
Mounting Clip

Westflex SMD-WP-EC  
End Cap

Westflex FL-SMD-WP-MC  
Mounting Clip

Westflex IP67 
w/Track Mount

Westflex IP67 
w/Clip Mount

Westflex SMD 
w/Clip Mount

© TPR Enterprises, LTD.


