
TPR ENTERPRISES, LTD. ®

TPR Wireless Transceiver	 IP65

Description:

The TPR Wireless Transceiver is an outdoor rated device for Transmitting or Receiving DMX signal over long
distances. With simple on board programs it can be set as a Transmitter or Receiver, and can link up to 900’
away with no cabling. This 2.4GHz device can save extreme amounts of cabling and installation costs, and allow
you to put fixtures in locations where only power exists.

Specifications:

Operating Voltage:     88-256VAC       

Frequency:	 2.45 GHz

Operating Temp:	 -10 to 104F

Dimensions:	 8.25L x 6”W x 2.75”H       

Watts:	 10W

Transmit Distance:	 900’

Receivers per Tranmitter:	 50,000 hrs at 70% output

Antenna:	 Helical SMA

Max Transmitters:	 16

Max Transmitt Channels:	 8192 DMX

	 MODEL		   

	TPR – WDMX – TCVR	

Ordering Logic:

Certifications:
CAMERA-READY LOGOTYPE FOR TYPE L AND TYPE R LISTING MARKS FOR CANADA AND THE U.S.

These Marks are registered by Underwriters Laboratories Inc.

The minimum height of the registered trademark symbol ® shall be 3/64 of an inch.  When the overall diameter of the
 UL Mark is less than 3/8 of an inch, the trademark symbol may be omitted if it is not legible to the naked eye.

The font for all letter forms is Helvetica Condensed Black, except for the trademark symbol ®, which is
Helvetica Condensed Medium. No other fonts are acceptable.

Please Note:
The word "MARINE" should only be used for UL Classified marine products.
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* Specifications subject to change without notice.
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